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Envirobmental Responee Division

SURJECT: Aibion-Sheridan Landflll, Cathoun County
Final Design Reports

I reviewed the Woodward-Clyde Consutiants (WCC) response to comments. They have done very little to address
any of aur provious cosunents. As a resull, § do not approve this fimnal design report. : ‘

1 do recommend that MDEQ/EPA conduct edditional work at the site {f the Jiable party is unwi“ilﬁ.. Additional
boring and groundwater quality anafysis is necessary. 1 recommend that groundwater quality checks be made i the

following locations.

1, West side - Place a wel) betwoen MWOS and MW09, ‘The groundwater should be vertically sampled from the
glacial aquifer down to tire hedrouk aquifer. If the sample results show higher concentrations st this location, this
well shiould be incliuded in the monitoring program. Thls necessiry of this location is mare apparest if you overlay
the arsenic isocoacentration maps nver the woathored bedrock groundwatar contour map.

A well north of MW 0B js needed ax & cuntrol point for gioundwner flow and to be sure the phime does not take o
northern flowpath. I have limited duts from another site nearby-and this appeats to be a possibitity.

2. South sldc - Place a well further east of MW 63D, north of MW10 §G. The groundwater thould be vertically

samplad from the glacial aquilcs down to the bedveck aquifer. If the sample resuits show highes sonconirations st
LIS Jocativn, this well showld be included in the monftoring program. n fict, the now wall to ho Jocated 200 foct

sast of MW165R could be moved about 450 foot further west.

There is over 800 foet belween MWO7 and MWOS with no datn poinis. All groundwater flow direction contour
maps show a chango in groundwatcr flow dirsstlan on Lhe landfWil's southcrn skie. 1€ cantour line 946.5 an the
shallow bedrock map of B/96 wus drawn similiar to the 946 contour ling, the arca 300-400 {zet cast of MWO7 is an

importatit dowagradient locut{on,

3. East side - There is approximately 1500 feot withont 8 singls monitoring point. Although ﬂﬂn iney bs inan
upgmdient location, it an important location 1o better define the groundwater flow direction. A”data polnt betwoen
MWO02 and MW 05 could very well change the contour lines as suggested in the sbove paragraph.

4. North gide - The Amberton Village water supply should be included in the residential sampling program If it is
not. - :

Surface Water - Parhans we should collect surfsce water samples upgradient, near the intermittent streams (south of
MWOT) ana dovmgradiont of the xite to confirm whether our concerns about surface water quality are legitmac.

. The background well MWOSSG has 6.4 ug/l bis (2 Edhyl hexyl) Phuhatate. Is this an edequate backgound waler

well?
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Vinyl Chloride was found in MW3 but the well s not included in the monltoring plan.

Let me know if you have any questions,

cc: W, iversen
B.P. Shlrey





